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Environmental Protection Agency § 82.42

repairing or servicing motor vehicle air
conditioners for consideration shall
certify to the Administrator that such
person has acquired, and is properly
using, approved equipment and that
each individual authorized to use the
equipment is properly trained and cer-
tified. Certification shall take the form
of a statement signed by the owner of
the equipment or another responsible
officer and setting forth:

(i) The name of the purchaser of the
equipment;

(ii) The address of the establishment
where the equipment will be located;
and

(iii) The manufacturer name and
equipment model number, the date of
manufacture, and the serial number of
the equipment. The certification must
also include a statement that the
equipment will be properly used in
servicing motor vehicle air condi-
tioners, that each individual author-
ized by the purchaser to perform serv-
ice is properly trained and certified in
accordance with § 82.40, and that the in-
formation given is true and correct.
The certification should be sent to:
MVACs Recycling Program Manager,
Stratospheric Protection Division,
(6205J), U.S. Environmental Protection
Agency, 401 M Street, SW., Washing-
ton, DC 20460.

(2) The prohibitions in § 82.34(a) shall
be effective as of January 1, 1993 for
persons repairing or servicing motor
vehicle air conditioners for consider-
ation at an entity which performed
service on fewer than 100 motor vehicle
air conditioners in calendar year 1990,
but only if such person so certifies to
the Administrator no later than Au-
gust 13, 1992. Persons must retain ade-
quate records to demonstrate that the
number of vehicles serviced was fewer
than 100.

(3) Certificates of compliance are not
transferable. In the event of a change
of ownership of an entity which serv-
ices motor vehicle air conditioners for
consideration, the new owner of the en-
tity shall certify within thirty days of
the change of ownership pursuant to
§ 82.42(a)(1).

(b) Recordkeeping requirements. (1)
Any person who owns approved refrig-
erant recycling equipment certified

under § 82.36(a)(2) must maintain
records of the name and address of any
facility to which refrigerant is sent.

(2) Any person who owns approved re-
frigerant recycling equipment must re-
tain records demonstrating that all
persons authorized to operate the
equipment are currently certified
under § 82.40.

(3) Any person who sells or distrib-
utes any class I or class II substance
that is suitable for use as a refrigerant
in a motor vehicle air conditioner and
that is in a container of less than 20
pounds of such refrigerant must verify
that the purchaser is properly trained
and certified under § 82.40. The seller
must have a reasonable basis for be-
lieving that the information presented
by the purchaser is accurate. The only
exception to these requirements is if
the purchaser is purchasing the small
containers for resale only. In this case,
the seller must obtain a written state-
ment from the purchaser that the con-
tainers are for resale only and indicate
the purchasers name and business ad-
dress. Records required under this
paragraph must be retained for a pe-
riod of three years.

(4) All records required to be main-
tained pursuant to this section must be
kept for a minimum of three years un-
less otherwise indicated. Entities
which service motor vehicle air condi-
tioners for consideration must keep
these records on-site.

(5) All entities which service motor
vehicle air conditioners for consider-
ation must allow an authorized rep-
resentative of the Administrator entry
onto their premises (upon presentation
of his or her credentials) and give the
authorized representative access to all
records required to be maintained pur-
suant to this section.

(c) Public notification. Any person who
conducts any retail sales of a class I or
class II substance that is suitable for
use as a refrigerant in a motor vehicle
air conditioner, and that is in a con-
tainer of less than 20 pounds of refrig-
erant, must prominently display a sign
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where sales of such containers occur
which states:
‘‘It is a violation of federal law to sell con-
tainers of Class I and Class II refrigerant of
less than 20 pounds of such refrigerant to
anyone who is not properly trained and cer-
tified to operate approved refrigerant recy-
cling equipment.’’

[57 FR 31261, July 14, 1992, as amended at 60
FR 21688, May 2, 1995]

APPENDIX A TO PART 82 SUBPART B—
STANDARD FOR RECYCLE/RECOVER
EQUIPMENT

STANDARD OF PURITY FOR USE IN MOBILE AIR-
CONDITIONING SYSTEMS

Foreword

Due to the CFC’s damaging effect on the
ozone layer, recycle of CFC–12 (R–12) used in
mobile air-conditioning systems is required
to reduce system venting during normal
service operations. Establishing recycle
specifications for R–12 will assure that sys-
tem operation with recycled R–12 will pro-
vide the same level of performance as new
refrigerant.

Extensive field testing with the EPA and
the auto industry indicate that reuse of R–12
removed from mobile air-conditioning sys-
tems can be considered, if the refrigerant is
cleaned to a specific standard. The purpose
of this standard is to establish the specific
minimum levels of R–12 purity required for
recycled R–12 removed from mobile auto-
motive air-conditioning systems.

1. Scope

This information applies to refrigerant
used to service automobiles, light trucks,
and other vehicles with similar CFC–12 sys-
tems. Systems used on mobile vehicles for
refrigerated cargo that have hermetically
sealed, rigid pipe are not covered in this doc-
ument.

2. References

SAE J1989, Recommended Service Procedure
for the Containment of R–12

SAE J1990, Extraction and Recycle Equip-
ment for Mobile Automotive Air-Condi-
tioning Systems

ARI Standard 700–88

3. Purity Specification

The refrigerant in this document shall
have been directly removed from, and in-
tended to be returned to, a mobile air-condi-
tioning system. The contaminants in this re-
cycled refrigerant 12 shall be limited to
moisture, refrigerant oil, and nonconden-
sable gases, which shall not exceed the fol-
lowing level:

3.1 Moisture: 15 ppm by weight.

3.2 Refrigerant Oil: 4000 ppm by weight.
3.3 Noncondensable Gases (air): 330 ppm by

wright.

4. Refrigeration Recycle Equipment Used in Di-
rect Mobile Air-Conditioning Service Oper-
ations Requirement

4.1 The equipment shall meet SAE J1990,
which covers additional moisture, acid, and
filter requirements.

4.2 The equipment shall have a label indi-
cating that it is certified to meet this docu-
ment.

5. Purity Specification of Recycled R–12 Refrig-
erant Supplied in Containers From Other Re-
cycle Sources

Purity specification of recycled R–12 re-
frigerant supplied in containers from other
recycle sources, for service of mobile air-con-
ditioning systems, shall meet ARI Standard
700–88 (Air Conditioning and Refrigeration
Institute).

6. Operation of the Recycle Equipment

This shall be done in accordance with SAE
J1989.

Rationale

Not applicable.

Relationship of SAE Standard to ISO Standard

Not applicable.

Reference Section

SAE J1989, Recommended Service Procedure
for the Containment of R–12

SAE J1990, Extraction and Recycle Equip-
ment for Mobile Automotive Air-Condi-
tioning Systems

ARI Standard 700–88

Application

This information applies to refrigerant
used to service automobiles, light trucks,
and other vehicles with similar CFC–12 sys-
tems. Systems used on mobile vehicles for
refrigerated cargo that have hermetically
sealed, rigid pipe are not covered in this doc-
ument.

Committee Composition

Developed by the SAE Defrost and Interior
Climate Controls Standards Committee

W.J. Atkinson, Sun Test Engineering, Para-
dise Valley, AZ—Chairman

J.J. Amin, Union Lake, MI
H.S. Andersson, Saab Scania, Sweden
P.E. Anglin, ITT Higbie Mfg. Co., Rochester,

MI
R.W. Bishop, GMC, Lockport, NY
D. Hawks, General Motors Corporation, Pon-

tiac, MI
J.J. Hernandez, NAVISTAR, Ft. Wayne, IN
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